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 ADDENDUM 03 

 

 DATE: 01/30/2026 

 

 PROJECT: ALLEGAN COUNTY ROAD COMMISSION 

  ACRC Shelbyville Vehicle Garage 

 

 PROJECT LOCATION: Shelbyville, MI 

 

 PROJECT #: 25309 

 

 

This Addendum is issued for the purpose of modifying and/or clarifying the original drawings 

and specifications and shall take precedence over them. 

 

All work included herein shall be in accordance with the original drawings and specifications 

except as specifically noted herein.  All incidental items required to provide the following 

modifications shall be included even though not specifically described. 

 

This Addendum is being sent to all bidders receiving plans and specifications.  Receipt of this 

Addendum shall be noted on Proposal Form in appropriate locations. 

 

GENERAL 

1. Pre-Bid RFI’s for clarification 

a. Details show both C10x20 and light gauge 10” girts at same location at the 

Admin office exterior walls. Can you clarify which is accurate? 

i. Architectural detail has been revised to the C10x20 Channel. Typically 

PEMB girts support flexible metal panel siding and the deflection 

requirements of these walls are not as crucial. These girts need to span 

30’-0” and support the masonry wall below out-of-plane while limiting 

the deflection to around L/480. 

b. Theres no Sec 22 1223 “facility indoor potable water storage tanks” as noted in 
the spec. 

i. For bidding purposes, refer to potable water storage tank schedule. 
c. the supplier spec'd for the ornamental fence only offers a cantilever gate for a 

30' opening. The print shows a 34' opening. Please clarify. 
i. The gates are custom-built, and picket fencing is mounted to the gate. 

d. On sheet C-10, the underdrain detail says 10LF of 6” and shows straight out on 
four sides.  There is a separate note in STORM SEWER NOTES that describes 
“ALL CATCH BASINS AND INLETS BE WRAPPED W/4” PERFORATED 
EDGEDRAIN W/GEO SOCK AROUND STRUCTURE”. Is this pipe to be wrapping 
the structure or straight out to increase drainage and what size pipe? 
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i. Both options (wrapping the structure or straight) are acceptable. Please 
provide 6” dia. perforated edge drain with sock. 

a. In the metal roofing specs they just sent out, they are asking for a weathertight 
warranty. You cannot get a weathertight warranty on surface screwed roofing 
panels from any manufacturer. Please advise. 

ii. The weathertight warranty should be disregarded for the exposed-
fastener roofing. 

b. Regarding the flagpole light, are the EC’s to purchase the Eagle Mountain 
light, or GC’s purchase the Elite Deluxe solar? 

iii. Eagle mountain light shall be provided. Elite deluxe solar is removed 
from the specification (not re-issued). 

c. Plans list toilet partitions as ceiling hung. Specs list them as Overhead Braced 

Floor Mounted; Which option are we to price?  

iv. Ceiling-hung. 

d. Toilet accessories are asking for turnout gear rack Sunhouse Coat Hooks, Item 

#178-902. This item appears to be discontinued, What would you like us to 

price in lieu of it?  

v. Sunhouse Glaro 9000C-SA-48 Wall Mounted Modular Aluminum Coat 

Rack (not re-issued). 

e. Is there a spec for the Fire cabinets? 

f. Can Sullair be added to the list of approved manufacturers for the air 
compressor? 

vi. Sullair is not an approved manufacturer. 

g. Do any of the doors, specifically the ones near the wash bay (111/110A) need 
Nema rated enclosures?  

vii. Refer to Specification section 08 3613, section 2.09. Areas indicated as 
“wet area mounted” includes door 110A & 111. 

h. The spec calls for 100K cycle springs. Would 50K cycle springs be acceptable? 
viii. 50K cycle springs will not be acceptable; 100K cycle springs shall be 

provided and are within the offerings for the basis-of-design product. 

i. Regarding the guardrails: A101 and A201 note the guardrail is to be by the 
owner. A333 however shows that the guardrail, posts, and footings should all 
be by us. Are you able to please clarify who is supplying and installing the 
guardrail?  

ix. Highway-type guardrails are to be furnished & installed by contractor. 
j. The sand separator is noted on sheet P-800 but not on the plumbing schedule 

P-900. Who is responsible for purchasing and installing the separator? 

x. Plumbing contractor is to furnish and install the sand separator.  

k. The oil separator noted on sheet P-801 is on the plumbing schedule P-900, but 

it is located outside of the building and on the civil drawing. Who is 

responsible for purchasing and installing the oil separator? 

xi. Plumbing contractor is to furnish and install the oil interceptor (will be 

coordinated with underground contractor). 

l. Will copper Pro Press fittings be acceptable? 

xii. Pro Press fittings are acceptable.  
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m. Drawing C-5 Refers to areas to receive pulverized HMA gravel, see attached 
drawing, however there is no cross section provided in the contract 
documents as to the required depth of base materials or pulverized HMA.  

xiii. Addressed in Addendum 02. 
n. The area to receive pulverized HMA as shown on C-5 and the amount of 

pulverized HMA and gravel base that exists C-3, if the amount on site is short of 
the proposed area, is it part of the contract to make up the difference? 

xiv. Unit Price No. 4 for MDOT 21AA is to be used.  
o. What is the desired stone exposure-class aggregate for the polished concrete 

PC-2.  
xv. Class C aggregate exposure.  

a. On the above subject project, we would like clarification on sheet C-06. It lists 
PR. Bin blocks. When we have done these in the past, they have been concrete 
walls. We would ask for clarification on what these are as there is no detail 
listed on them. 

xvi. Addressed in Addendum 02. 
b. For the well on the NE corner of the property, we are assuming that this is 

something we need to capture in our bid. There are electrical load specifics 
provided, but what about the GPM requirement for the well?  

a. our specs (Section 331113 Potable Water Supply Wells) require a system 
capable of 100 gpm, to allow for some flexibility and factor of safety. A 
well drawdown test with a licensed well driller will need to occur to 
confirm that the flow is attainable. An allowance of $125,000 shall be 
provided for bidding purposes. This allowance would cover cost of the 
upfront testing, well screen determination, pump selection (based 
upon the onsite power availability), casing depths, and the final 
installations. The well driller should complete the test, and supply the 
engineer with recommendations on the pump, casing size and screen 
for review. 

c. Is there a clarification available as to where the heavy-duty vs standard duty 
asphalt will be required? C-6 shows one singular hatch for the asphalt, while 
there are 2 asphalt profiles noted on C-10.  

xvii. Addressed in Addendum 01. 
p. Clarification: Hardware for the Fire Pump House (FP-1 Hardware) should plan 

for an allowance of $1,140. 

q. Clarification: Window types W5 are not included in Bid Alternate 1 (deduct). 

r. Clarification: No exposed ceiling surfaces are to be painted. 

s. Clarification: Interior & Exterior signage provided by owner. The base for the 

monument sign is furnished & installed by contractor.  

t. Clarification: PEMB drift limit of H/240 is for wind serviceability.  

 

2. GC’s having submitted Intent to Bid to date are attached as part of this Addendum. 
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SPECIFICATIONS 

1. Specification 03 3000 – Cast-In-Place Concrete (NOT re-issued) 
a. Dry-shake floor hardeners shall be disregarded (Subsection 3.6.H).  

2. Specification 10 2113 – Toilet Compartments (re-issued) 
a. Toilet partitions revised to be ceiling-hung. 

3. Specification 10 4416 – Fire Extinguishers (re-issued) 
a. Fire Extinguisher cabinet added. 

 

DRAWINGS 

Architectural 

1. Sheets A-312.A, A-332.A, (Sheets Re-issued): 
a. Transition from CMU to PEMB at exterior admin walls have been 

adjusted. PEMB girt revised to C-Channel at these locations. 
 
  

 

END OF ADDENDUM 

 

Cc: All Plan Holders (via Hobbs+Black FTP site, Plan Houses, and via email notification as 

provided) 

Allegan County Road Commission 

Nowak  & Fraus Engineering 

JDH Structural Engineering 

MATRIX Consulting Engineers  
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INTENT TO BID 
 

 DATE: 01/30/2026 

 

 PROJECT: ALLEGAN COUNTY ROAD COMMISSION 

  ACRC Shelbyville Vehicle Garage 

 

 PROJECT LOCATION: Shelbyville, MI 

 

 PROJECT #: 25309 

 

 

The firms listed below have either submitted an Intent to Bid or indicated interest in bidding 

as General Contractor for the subject Project. This list will be updated through the Bid Date. 

Trade Contractors shall submit their bids through GC’s. 

 

 

COMPANY CONTACT EMAIL PHONE 

Beckering Construction DJ Beckering & 

Katie Peterson 

dj@beckering.com 

kjs@beckering.com 

616-532-8191 

CarbonSix Construction Brian Holwerda brian@carbonsix.com 616-915-3486 

E&L Construction Ryan Sly ryan.sly@EandLgroup.com 810-445-9262 

Erhardt Construction Conner Koop ckoop@erhardtcc.com 616-676-1222 

FCC Construction Brock Mellema bmellema@teamfcc.com 616-498-9985 

Mugen Construction Inc David Simpson daves@mugeninc.com 616-896-6400 

NRC Builders Bob Rizk bob@nrcbuilder.com 248-442-1187 

Owen Ames Kimball Craig Flora Craigf@oakmi.com 248-240-2374 

Orion Construction Chad Rehkopf bids@orionbuilt.com 616-318-0816 

Quadrate Construction LLC Don Allender dona@quadrateco.com 586-924-4712 

Quest Design Build Francis Pytlowany Pytlowany@QuestDesignBuild.com 616-914-4879 

Vander Kodde Construction Tim Vander Kodde Tim@vanderkoddeconstruction.com 616-538-7470 

WIELAND Blake Simon bsimon@wielandbuilds.com 517-420-4097 

Wolverine Building Group Randy Baker rbaker@wolvgroup.com 616-560-3300 
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Toilet Compartments 102113 - 1 

SECTION 102113  
TOILET COMPARTMENTS 

PART 1 GENERAL 

1.01 REFERENCE STANDARDS 

A. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials; 
2023d. 

1.02 SUMMARY 

A. Section Includes: 

1. Steel toilet compartments configured as toilet enclosures and urinal screens. 

1.03 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Shop Drawings:  For toilet compartments. Include plans, elevations, sections, details, and 
attachments to other work. 

C. Samples for each exposed product and for each color and texture specified. 

1.04 CLOSEOUT SUBMITTALS 

A. Maintenance data. 

1.05 QUALITY ASSURANCE 

A. Surface-Burning Characteristics:  As determined by testing identical products according to 
ASTM E84, or another standard acceptable to authorities having jurisdiction, by a qualified 
testing agency. Identify products with appropriate markings of applicable testing agency. 

1. Flame-Spread Index:  200 or less. 

2. Smoke-Developed Index:  450 or less. 

B. Regulatory Requirements:  Comply with applicable provisions in ICC/ANSI A117.1 for toilet 
compartments designated as accessible. 

PART 2 PRODUCTS 

2.01 MATERIALS 

A. Steel Sheet:  Type 304 stainless steel. 

2.02 STEEL UNITS 

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. Hadrian, Inc. 

2. Accurate Partitions Corporation. 

3. All American Metal Corp. 

4. Bradley Corporation; Mills Partitions. 

5. Flush Metal Partition Corp. 

6. General Partitions Mfg. Corp. 

7. Global Steel Products Corp. 

8. Metpar Corp. 

9. Sanymetal; a Crane Plumbing company. 

B. Toilet-Enclosure Style:  Ceiling Hung 

1. Headrail: Shall be 25mm (1") by 41mm (1.625") extruded anodized aluminum with double-
ridge anti-grip design. Wall thickness to be 1.5mm (0.060") and shall be securely attached 
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Toilet Compartments 102113 - 2 

to wall and pilasters with manufacturer's fittings in such a way as to make a strong and 
rigid installation. All joints in headrails shall be made at pilaster. 

C. Urinal-Screen Style:  18” Deep, Wall hung, flat panel. 

D. Door, Panel, and Pilaster Construction:  Seamless, metal facing sheets pressure laminated to 
core material; with continuous, interlocking molding strip or lapped-and-formed edge closures; 
corners secured by welding or clips and exposed welds ground smooth. Exposed surfaces shall 
be free of pitting, seam marks, roller marks, stains, discolorations, telegraphing of core material, 
or other imperfections. 

1. Core Material:  Manufacturer's standard sound-deadening honeycomb of resin-
impregnated kraft paper in thickness required to provide finished thickness of 1 inch for 
doors and panels and 1-1/4 inches for pilasters. 

2. Tapping Reinforcement:  Provide concealed reinforcement for tapping (threading) at 
locations where machine screws are used for attaching items to units. 

E. Urinal-Screen Construction: 

1. Flat-Panel Urinal Screen:  Matching door panel construction. 

F. Facing Sheets and Closures:  two sheets of type 304 stainless steel. 

G. Sleeves (Caps):  Stainless-steel sheet, not less than 3 inches high, finished to match hardware. 

H. Brackets (Fittings): 

1. Continuous stainless steel “U” bracket. 

I. Steel-Sheet Finish:  Embossed “diamond” pattern. 

2.03 ACCESSORIES 

A. Hardware and Accessories:  Manufacturer's standard design, heavy-duty operating hardware 
and accessories. 

1. Material:  Clear-anodized aluminum or Stainless steel. 

2. Hinges:  Manufacturer's standard paired, self-closing type that can be adjusted to hold 
doors open at any angle up to 90 degrees. 

3. Latch and Keeper:  Manufacturer's standard surface-mounted latch unit designed for 
emergency access and with combination rubber-faced door strike and keeper. Provide 
units that comply with regulatory requirements for accessibility at compartments 
designated as accessible. 

4. Coat Hook:  Manufacturer's standard combination hook and rubber-tipped bumper, sized 
to prevent in-swinging door from hitting compartment-mounted accessories. Two required 
per stall. Field locate with Owner. 

5. Door Bumper:  Manufacturer's standard rubber-tipped bumper at out-swinging doors. 

6. Door Pull:  Manufacturer's standard unit at out-swinging doors that complies with 
regulatory requirements for accessibility. Provide units on both sides of doors at 
compartments designated as accessible. 

B. Anchorages and Fasteners:  Manufacturer's standard exposed fasteners of stainless steel or 
chrome-plated steel or brass, finished to match the items they are securing, with theft-resistant-
type heads. Provide sex-type bolts for through-bolt applications. For concealed anchors, use 
stainless steel, hot-dip galvanized steel, or other rust-resistant, protective-coated steel. 

C. All required overhead bracing. 

2.04 FABRICATION 

A. Units:  Provide manufacturer's standard corrosion-resistant supports, leveling mechanism, and 
anchors at pilasters to suit floor conditions. Provide shoes to conceal supports, if required. 
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Toilet Compartments 102113 - 3 

B. Door Size and Swings:  Unless otherwise indicated, provide 24-inchwide, in-swinging doors for 
standard toilet compartments and 36-inch wide, out-swinging doors with a minimum 32-inch 
wide, clear opening for compartments designated as accessible. 

PART 3 EXECUTION 

3.01 INSTALLATION 

A. General:  Comply with manufacturer's written installation instructions. Install units rigid, straight, 
level, and plumb. Secure units in position with manufacturer's recommended anchoring 
devices. Provide all required framing to structure above to properly support ceiling-hung 
partitions. 

B. Clearances:  Maximum 1/2 inch between pilasters and panels; 1 inch between panels and 
walls. 

C. Stirrup Brackets:  Secure panels to walls and to pilasters with no fewer than two brackets 
attached near top and bottom of panel.  Locate wall brackets so holes for wall anchors occur in 
masonry or tile joints. Align brackets at pilasters with brackets at walls. 

3.02 ADJUSTING 

A. Hardware Adjustment:  Adjust and lubricate hardware according to hardware manufacturer's 
written instructions for proper operation. Set hinges on in-swinging doors to hold doors open 
approximately 30 degrees from closed position when unlatched. Set hinges on out-swinging 
doors to return doors to fully closed position. 

END OF SECTION  102113 
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Toilet Compartments 102113 - 4 
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Fire Extinguishers 104416 - 1 

SECTION 104416  
FIRE EXTINGUISHERS 

PART 1 GENERAL 

1.01 REFERENCE STANDARDS 

A. NFPA 10 - Standard for Portable Fire Extinguishers; 2026. 

1.02 SUMMARY 

A. Section includes portable, hand-carried fire extinguishers and mounting brackets for fire 
extinguishers. 

1.03 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated. 

1. Restrict submitted material to pertinent data. For instance, do not include manufacturer’s 
complete catalog when pertinent information is contained on a single page. 

1.04 QUALITY ASSURANCE 

A. NFPA Compliance:  Fabricate and label fire extinguishers to comply with NFPA 10, "Portable 
Fire Extinguishers." 

B. Fire Extinguishers:  Listed and labeled for type, rating, and classification by an independent 
testing agency acceptable to authorities having jurisdiction. 

C. Coordinate type and capacity of fire extinguishers with fire protection cabinets to ensure fit and 
function. 

1.05 WARRANTY 

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or 
replace fire extinguishers that fail in materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Failure of hydrostatic test according to NFPA 10. 

b. Faulty operation of valves or release levers. 

2. Warranty Period:  Six years from date of Substantial Completion. 

PART 2 PRODUCTS 

2.01 PORTABLE, HAND-CARRIED FIRE EXTINGUISHERS 

A. Fire Extinguishers:  Type, size, and capacity for each fire protection cabinet and mounting 
bracket indicated. 

1. Instruction Labels:  Include pictorial marking system complying with NFPA 10, 
Appendix B and bar coding for documenting fire extinguisher location, inspections, 
maintenance, and recharging. 

B. Multipurpose Dry-Chemical Type:  UL-rated 2A:10B:C, 5 lbs nominal capacity, with 
monoammonium phosphate-based dry chemical in manufacturer's standard enameled 
container. 

2.02 MOUNTING BRACKETS 

A. Mounting Brackets:  Manufacturer's standard galvanized steel, designed to secure fire 
extinguisher to wall or structure, of sizes required for types and capacities of fire extinguishers 
indicated, with plated or red baked-enamel finish. 

B. Identification:  Lettering complying with authorities having jurisdiction for letter style, size, 
spacing, and location. 

1. Identify bracket-mounted fire extinguishers with the words "FIRE EXTINGUISHER" in red 
letter decals applied to mounting surface. 
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Fire Extinguishers 104416 - 2 

a. Orientation:  Vertical. 

2. Location = See Plans. 

2.03 FIRE PROTECTION CABINET 
A. Cabinet Type:  Suitable for fire extinguisher. 
B. Cabinet Construction:  Nonrated. 
C. Cabinet Material:  Steel sheet. 
D. Semi-Recessed Cabinet:  Cabinet box semi-recessed in walls of sufficient depth to suit 

style of trim indicated. 
1. Exposed Flat Trim:  One-piece combination trim and perimeter door frame 

overlapping surrounding wall surface with exposed trim face and wall return at 
outer edge (backbend). 

E. Cabinet Trim Material:  Steel sheet. 
F. Door Material:  Steel sheet. 
G. Door Style:  Vertical duo panel with frame. 
H. Door Glazing:  Clear float glass. 
I. Door Hardware:  Manufacturer's standard door-operating hardware of proper type for 

cabinet type, trim style, and door material and style indicated. 
J. Location: See plans. 

2.04 ACCESSORIES: 
A. Identification:  Lettering complying with authorities having jurisdiction for letter style, 

size, spacing, and location. Locate as indicated on the Drawings. 
1. Identify fire extinguisher in fire protection cabinet with the words "FIRE 

EXTINGUISHER." 
2. Location:  Applied to cabinet door. 
3. Application Process:  Silk-screened or Pressure-sensitive vinyl letters. 
4. Lettering Color:  Red. 
5. Orientation:  Vertical. 

B.  

PART 3 EXECUTION 

3.01 INSTALLATION 

A. Examine fire extinguishers for proper charging and tagging. 

1. Remove and replace damaged, defective, or undercharged fire extinguishers. 

B. Install fire extinguishers and mounting brackets in locations indicated and in compliance with 
requirements of authorities having jurisdiction. 

1. Mounting Brackets:  54 inches above finished floor to top of fire extinguisher. 

C. Mounting Brackets:  Fasten mounting brackets to surfaces, square and plumb, at locations 
indicated. 

END OF SECTION 10 4416 
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END OF SECTION  104416 


