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ADDISON C. WOLF
REGISTERED PROFESSIONAL ENGINEER No. 6201310174

PREPARED UNDER THE SUPERVISION OF:

ALLEGAN COUNTY, MICHIGAN
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CONTRACT FOR ROAD IMPROVEMENTS
1.75 MILES OF ROADWAY RECONSTRUCTION INCLUDING CLEARING, GRADE
ESTABLISHMENT, SAND SUBBASE, AGGREGATE BASE, CULVERT REPLACEMENTS, AND
RESTORATION ON 24TH STREET FROM M-89 TO 114TH AVENUE IN TROWBRIDGE,
OTSEGO, ALLEGAN, & WATSON TOWNSHIPS, ALLEGAN COUNTY.

UTILITY CONTACTS

ELECTRIC
CONSUMERS ENERGY
4000 CLAY AVE, SW
GRAND RAPIDS, MI 49548
317-445-8814
COLE ROCHOWIAK
HAMHSTCIVIMP@cmsenergy.com

COMMUNICATIONS
FRONTIER/VERIZON
269-370-4046
LANCE WEBLEY
lance.webley@ftr.com

CHARTER COMMUNICATIONS
269-217-8152
LEO SCOFIELD
leo.scofield@charter.com

123NET FIBER
616-667-7177
BERNIE UEBBING
buebbing@123.net

GAS
MICHIGAN GAS UTILITIES
269-692-6351
MISCHELE FELDTEN
mischele.feldten@michigangasutilities.com

"MISS DIG"  811

EXCEPT WHERE OTHERWISE INDICATED ON THESE PLANS OR IN THE PROPOSAL AND
SUPPLEMENTAL SPECIFICATIONS CONTAINED THEREIN, ALL MATERIALS AND
WORKMANSHIP SHALL BE IN ACCORDANCE WITH THE 2020 MICHIGAN DEPARTMENT OF
TRANSPORTATION STANDARD SPECIFICATIONS FOR CONSTRUCTION.

THE PLACING OF PAVEMENT MARKINGS AND TRAFFIC CONTROL SIGNS SHALL BE DONE
IN ACCORDANCE WITH THE 2011 MICHIGAN MANUAL OF UNIFORM TRAFFIC CONTROL
DEVICES AS AMENDED.

THE IMPROVEMENTS COVERED BY THESE PLANS ARE IN ACCORDANCE WITH THE
AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS, 2011
EDITION; A POLICY ON GEOMETRIC DESIGN OF HIGHWAYS AND STREETS.

THE CONTRACTOR SHALL DIAL MISS DIG @ 811 FOR PROTECTION OF UNDER GROUND
UTILITIES AND IN CONFORMANCE WITH PUBLIC ACT 174 OF 2013 A MINIMUM OF THREE
FULL WORKING DAYS, EXCLUDING SATURDAYS, SUNDAYS AND HOLIDAYS PRIOR TO
BEGINNING EACH EXCAVATION IN AREAS WHERE PUBLIC UTILITIES HAVE NOT BEEN
PREVIOUSLY LOCATED. MEMBERS WILL THUS BE ROUTINELY NOTIFIED. THIS DOES NOT
RELIEVE THE CONTRACTOR OF THE RESPONSIBILITY OF NOTIFYING UTILITY OWNERS
WHO MAY NOT BE A PART OF THE "MISS DIG" ALERT SYSTEM.

PROJECT
LOCATION
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THE "2020 STANDARD SPECIFICATIONS FOR CONSTRUCTION" AND "STANDARD PLANS" BY THE MICHIGAN
DEPARTMENT OF TRANSPORTATION (MDOT) ARE HEREBY INCORPORATED INTO THESE CONTRACT
DOCUMENTS. COPIES OF THESE STANDARDS ARE AVAILABLE FOR INSPECTION AT THE OFFICE OF THE
ENGINEER.

THE CONTRACTOR WILL BE RESPONSIBLE FOR CONTACTING THE ALLEGAN COUNTY ROAD COMMISSION TO
NOTIFY THEM THAT WORK IS COMMENCING.

THE CONTRACTOR SHOULD NOTE THAT STATION GRADING WILL INCLUDE THE REMOVAL OF FENCES,
CULVERTS, BRUSH, TREES SMALLER THAN 6", CONCRETE FOUNDATIONS,  AND MISCELLANEOUS ITEMS AS
REQUIRED AND WILL ALSO INCLUDE ALL EARTH EXCAVATION, EMBANKMENT, AND ALL OTHER OPERATIONS
NECESSARY TO DEVELOP THE DESIRED CROSS SECTION. ALL TOPSOIL AND OTHER UNSUITABLE MATERIAL
LOCATED BENEATH THE PROPOSED PAVEMENT SECTION WILL BE REMOVED TO THE SUBGRADE ELEVATION AS
PART OF STATION GRADING. ALL TOPSOIL REMOVED MAY BE STOCKPILED AND REUSED AS TOPSOIL SURFACE,
SALV, 3 INCH.

ALL FILL FOR THIS PROJECT MUST BE OBTAINED AND FURNISHED BY THE CONTRACTOR. ALL REQUIRED FILL
SHALL BE SELECTED EXCAVATED MATERIAL FROM THE SITE APPROVED BY THE ENGINEER, OR MDOT CLASS II
GRANULAR MATERIAL FROM BORROW. EXCESS FILL WILL BE REMOVED FROM SITE BY THE CONTRACTOR. NO
BORROW OR SOIL REMOVAL ARRANGEMENTS HAVE BEEN PREARRANGED FOR THIS PROJECT AND WILL BE THE
TOTAL RESPONSIBILITY OF THE CONTRACTOR.

THE SOIL BORINGS WERE TAKEN BY GREAT LAKES DRILLING COMPANY, P.O. BOX 51, ALLEGAN, MI 49010 ON
DECEMBER 17, 2025. THE TEST BORINGS REPRESENT POINT INFORMATION AND MAY NOT HAVE ENCOUNTERED
ALL THE TYPES AND MATERIALS WHICH ARE PRESENT AT THE SITE. THESE BORING LOGS DO NOT CONSTITUTE
A GUARANTEE OF THE SOIL OR GROUNDWATER CONDITIONS, OR THAT THE TEST BORINGS ARE AN EXACT
REPRESENTATION OF THE SOIL OR GROUNDWATER CONDITIONS AT ALL POINTS ON THE SITE.

SEE PLAN AND PROFILE SHEETS FOR SOIL BORING DATA.

DRIVE REPLACEMENT WILL BE AS SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER IN THE FIELD.

THE ITEM OF SUBBASE, CIP WILL BE PAID FOR AT PLAN QUANTITY EXCEPT IN THE CASE OF A DESIGN CHANGE
OR DEMONSTRATED ERROR.

AS PART OF THIS PROJECT THE CONTRACTOR WILL COORDINATE WITH THE ALLEGAN COUNTY ROAD
COMMISSION TO PRESERVE AND RESET ALL GOVERNMENT CORNERS WITHIN THE PROJECT LIMITS.

CONTRACTOR WILL RELOCATE ALL MAILBOXES TO A TEMPORARY CENTRAL LOCATION APPROVED BY THE
POSTAL SERVICE PRIOR TO CONSTRUCTION.  CONTRACTOR SHALL INSTALL A 1" x 3" STAKE WITH THE
RESPECTIVE PROPERTY ADDRESS WRITTEN ON IT IN THE FRONT YARD OF EACH RESIDENCE TO ASSIST WITH
IDENTIFICATION FOR EMERGENCY VEHICLES. PAYMENT FOR RELOCATION WILL BE INCLUDED IN THE ITEM OF
PROJECT CLEANUP. AT THE COMPLETION OF THE PROJECT SAID MAILBOXES SHALL BE RESET AT THEIR
APPROPRIATE LOCATIONS.

ALL DISTURBED  AREAS NOT TO BE PAVED WILL BE RESTORED WITH TOPSOIL SURFACE, SALV, 3 INCH, MDOT
SEED MIXTURE TUF (220#/ACRE); SEEDING MIXTURE CR (70 #/ACRE) IN NON LAWN AREAS; FERTILIZER,
CHEMICAL NUTRIENT, CL A (176#/ACRE); AND MULCH AND MULCH ANCHORING (2 TON/ACRE ). TO BE PAID AS
SLOPE RESTORATION, TYPE A. SEE SESC PLAN FOR AREAS TO USE HIGH VELOCITY MULCH BLANKET, TO BE
PAID AS SLOPE RESTORATION TYPE C.

ADEQUATE DUST CONTROL MEASURES WILL BE MAINTAINED BY THE CONTRACTOR AS DIRECTED BY THE
ENGINEER IN THE FIELD, TO BE INCLUDED IN THE VARIOUS ITEMS OF WORK.

MULCH BLANKET, HIGH VELOCITY WILL BE PLACED ON THE BOTTOM OF ALL DITCHES WHEN THE LONGITUDINAL
GRADE IS GREATER THAN OR EQUAL TO 2.00% UNLESS OTHERWISE NOTED, OR AS DIRECTED BY THE
ENGINEER IN THE FIELD TO BE PAID AS SLOPE RESTORATION TYPE C.

WHEN FIELD DRAIN TILES ARE ENCOUNTERED IN THE EXISTING DITCHES, THE CONTRACTOR WILL EXTEND
THEM AS REQUIRED WITH UNDERDRAIN, SUBGRADE 4" OR 6" AND ADJUST THE DITCH GRADES AS NECESSARY
TO PROVIDE POSITIVE DRAINAGE AS DIRECTED BY THE ENGINEER IN THE FIELD. THE COST OF THE
CONNECTION WILL BE INCLUDED IN THE NEW PIPE ITEM. IF THE ENGINEER DETERMINES THAT AN EXISTING TILE
IS TOO LONG THE CONTRACTOR WILL REMOVE THE TILE AS NECESSARY, TO BE BE INCLUDED IN THE ITEM OF
STATION GRADING.

THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING EXISTING DRAINAGE PATTERNS, AND WILL RESOLVE
ANY DRAINAGE PROBLEMS ON ADJACENT PROPERTIES WHICH MAY RESULT FROM THE CONTRACTOR'S
ACTIVITIES.

DATUM REFERS TO NAVD88 DATUM.

DIMENSIONS TAKE PRECEDENCE OVER SCALE. CONTRACTOR TO VERIFY ALL DIMENSIONS IN FIELD.

PROJECT NOTES

UTILITY NOTES
FOR PROTECTION OF UNDERGROUND UTILITIES AND IN CONFORMANCE WITH PUBLIC ACT 174 OF 2013, THE
CONTRACTOR WILL CONTACT "MISS DIG" AT 811, A MINIMUM OF 72 HOURS, EXCLUDING SATURDAYS, SUNDAYS,
AND HOLIDAYS, PRIOR TO BEGINNING EACH EXCAVATION IN AREAS WHERE PUBLIC UTILITIES HAVE NOT BEEN
PREVIOUSLY LOCATED. MEMBERS WILL THUS BE ROUTINELY NOTIFIED. THIS DOES NOT RELIEVE THE
CONTRACTOR OF THE RESPONSIBILITY OF NOTIFYING UTILITY OWNERS WHO MAY NOT BE A PART OF THE "MISS
DIG" ALERT SYSTEM.

THE CONTRACTOR WILL LOCATE ALL ACTIVE UNDERGROUND UTILITIES PRIOR TO STARTING WORK AND WILL
CONDUCT HIS OPERATIONS IN A MANNER AS TO ENSURE THAT THOSE UTILITIES NOT REQUIRING RELOCATION
WILL NOT BE DISTURBED.

PRELIMINARY UTILITY COORDINATION WAS PERFORMED AND ALL UTILITIES HAVE VERIFIED LOCATIONS.
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SUBBASE, CIP (18 INCHES)

AGGREGATE BASE, 8 INCH

(-0.34')

2%

PLAN CL GRADE
(0.00')EXISTING GRADE

12' 12'

33' 33'

TYPICAL SECTION - 24TH STREET

R
.O

.W
.

2% R
.O

.W
.

1 ON 3

2%

(-0.34')

2% 2%

TYPICAL DITCH IN CUT SECTION
PROVIDE MULCH BLANKET, HIGH
VELOCITY IN DITCH BOTTOM WHEN
LONGITUDINAL GRADE IS GREATER
THAN OR EQUAL TO 2.00% (TYP.).

TYPICAL FILL SECTION

FOR EXISTING GRAVEL DRIVEWAYS
MATCH EXISTING ELEVATIONS AT
GRADING LIMITS WITH APPROACH,
CL II OR APPROACH, HMA MILLINGS.

5'
SHOULDER

8' 1'

1 ON 3 1 ON 2 

STRIP TOPSOIL WITHIN 1 ON 1 INFLUENCE
OF ROADWAY TO BE INCLUDED IN THE
ITEM OF STATION GRADING (TYP.)

(-3.00')

SCALE: 1" = 5'

5'
SHOULDER

THIS SECTION APPLIES TO:
STA. 10+50 TO P.O.E.

*EXCLUDES VALLEY GUTTER SECTIONS LISTED BELOW*

CL ROAD

APPLY TOPSOIL SURFACE, SALV, 3 INCH AND
SLOPE RESTORATION TREATMENT AS SPECIFIED BY ENGINEER.

EXISTING GRAVEL BASE (DEPTH VARIES)

MISCELLANEOUS QUANTITIES
DESCRIPTION QUANTITY UNIT
SUBGRADE UNDERCUTTING, TYPE II 6000 CYD
AGGREGATE, 6A 100 CYD
GEOTEXTILE, STABILIZATION 3000 SYD

THIS SECTION APPLIES TO:
STA. 21+75 TO 29+50 LT. & RT.

STA. 34+15 TO 36+75 RT.
STA. 35+00 TO 36+75 LT.

SCALE: 1" = 5'

R
.O

.W
.

2%R
.O

.W
.

TYPICAL SECTION - VALLEY GUTTER 

VARIES VARIES

18' 18'

6'
SHOULDER

12' 6'
SHOULDER

12'

SUBBASE, CIP (18 INCHES)

AGGREGATE BASE, 8 INCH

2%

1 ON 2 1 ON 2(-0.36')(-0.36')

UNDERDRAIN, SUBGRADE, 6 INCH (TYP.)

PLAN CL GRADE
(0.00')

APPLY TOPSOIL SURFACE, SALV, 3 INCH AND
SLOPE RESTORATION TREATMENT AS SPECIFIED BY ENGINEER.

2%2%

APPROACH, CL II 240 TON

80CULV, CL F, 18 INCH FT

CL ROAD

320CULV, CL F, 12 INCH FT

100EROSION CONTROL, CHECK DAM, STONE FT
1,000EROSION CONTROL, SILT FENCE FT
60RIPRAP, PLAIN SYD
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300' VERTICAL CURVE
K = 134

00 40' 80'60' SAWCUT AND REMOVE EXISTING
CONCRETE PAVEMENT, REGRADE
EXISTING DRIVE AS REQUIRED AND
SURFACE WITH APPROACH, CL II;
165#/SYD HMA, 4EL (LEVELING);
AND 165#/SYD HMA, 4EL (TOP).
(PAVING UNDER SEPARATE
CONTRACT IN THE FUTURE)

REGRADE EXISTING DRIVE AS
REQUIRED AND SURFACE WITH
APPROACH, CLASS II TO A DEPTH
OF 6", AS DIRECTED BY THE
ENGINEER IN THE FIELD, PAID FOR
AS APPROACH, CL II BY THE TON.

LEGEND

SAWCUT AND REMOVE EXISTING
HMA PAVEMENT, REGRADE
EXISTING DRIVE OR APPROACH AS
REQUIRED AND SURFACE WITH
APPROACH, CL II; 165#/SYD HMA,
4EL (LEVELING); AND 165#/SYD HMA,
4EL (TOP). (PAVING UNDER
SEPARATE CONTRACT IN THE
FUTURE)

B
oa

rd
 o

f C
ou

nt
y 

R
oa

d 
C

om
m

is
si

on
er

s
O

f A
lle

ga
n 

C
ou

nt
y

13
08

 L
IN

C
O

LN
 R

O
A

D

A
LL

EG
A

N
, M

IC
H

IG
A

N
 4

90
10

-9
76

2

TE
LE

PH
O

N
E 

(2
69

) 6
73

-2
18

4 
   

  w
w

w
.a

lle
ga

nr
oa

ds
.o

rg
   

   
FA

X
 (2

69
) 6

73
-5

92
2

R
EV

IS
IO

N
S

1 2 3 4 5 6 7

DRAWN BY:
REVIEWED BY:
DATE:
SCALE:

24
TH

 S
TR

EE
T 

R
EC

O
N

ST
R

U
C

TI
O

N
 P

R
O

JE
C

T
VA

R
IO

U
S 

TO
W

N
SH

IP
S 

- M
-8

9 
TO

 1
14

TH
 A

VE
N

U
E

PL
AN

 &
 P

R
O

FI
LE

  -
  P

.O
.B

. T
O

 S
TA

. 2
0+

00

ACW

RKA

MARCH 2026

1"= 40'H, 5'V

LH 400240 3

P.
O

.B
.

ST
A.

 1
0+

00

M
ATC

H
 LIN

E

STA. 20+00

SEE N
EXT SH

EET

FO
R

 C
O

N
TIN

U
ATIO

N

R.O.W. (TYP.)

SLOPE STAKE LINE (TYP.)

24TH STREET
M

-8
9

P.
O

.B
.

ST
A.

 1
0+

00

M
AT

C
H

 L
IN

E
ST

A.
 2

0+
00

SE
E 

N
EX

T 
SH

EE
T

FO
R

 C
O

N
TI

N
U

AT
IO

N

21-001-042-10
SUEANN WOODHAMS & KELLY SHORT

1087 LINCOLN RD
ALLEGAN, MI 49010

35 TON - APPROACH, CL II

SOIL BORINGS
SB #1 0 - 14"

14" - 60"

60"

BROWN MEDIUM SAND & FINE
TO COARSE GRAVEL

BROWN & GRAY SANDY, SILTY,
CLAY

END OF BORING

EX. PROFILE

PROP. PROFILE
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10+36 TELE RISER BO
X 108.8'

10+45 G
UY W

IRE 104.4'

10+54 PO
W

ER PO
LE 117.7'

13+61 PO
W

ER
 PO

LE 32.9'

15+83 PO
W

ER PO
LE 80.3'

10+27 STO
P SIG

N 202.5'

12+24 6" TW
IN 97.2'

12+03 12" TREE 107.8'

10+66 6" TREE 78.1'
10+61 12" TREE 67.4'
10+59 18" TREE 63.2'

10+42 PO
W

ER PO
LE 242.8'

15+12 STO
P SIG

N
A

H
EA

D
 0.1'

16+31 G
ATE 46'

16+00 G
ATE  47.7'

14+97 12" TW
IN

 0.4'

14+58 18" TR
EE 9.1'

14+40 9" TR
EE 11'

14+32 6" TW
IN

 11.1'

14+07 18" TR
EE 17.6'

17+62 TELE RISER BO
X 23.5'

17+98 G
UY W

IRE 89'

17+92 G
UY W

IRE 89.7'

17+82 G
UY W

IRE 75.2'
17+82 G

UY W
IRE 79.5'

17+82 PO
W

ER PO
LE 88.3'

19+86 9" TREE 41.4'

19+79 9" TREE 35.6'

19+74 9" TREE 33'

19+64 9" TREE 31.8'

19+57 6" TREE 35.1'

19+51 6" TREE 34.5'

19+45 9" TW
IN 34.2'

17+59 9" TW
IN 21.7'

17-006-010-10
JACQUELINE DROBNY

1049 LINCOLN RD
ALLEGAN, MI 49010

17-006-010-02
BERNARD SOSNOWSKI

1017 LINCOLN RD
OTSEGO, MI 49078

21-001-042-14
CC MICHIGAN LLC

1161 24TH ST
OTSEGO, MI 49078

R
EM

O
VE -

R
EM

O
VE -

R
EM

O
VE -

R
EM

O
VE -

R
EM

O
VE -

- R
ELO

C
A

TE (B
Y O

TH
ER

S)

- RELO
CATE (BY O

THERS)

- REM
O

VE

PROP. GRADING PERMIT
(15' X 30')

40 FT - CULV, CL F, 12 INCH
15 TON - APPROACH, HMA MILLINGS

SB #1

SB #2

SB #2 0 - 16"

16" - 60"

60"

BROWN MEDIUM SAND & FINE
TO COARSE GRAVEL

BROWN, TR. GRAY, SILTY,
VERY SANDY CLAY - TR. FINE
GRAVEL

END OF BORING

REMOVE ROAD BED (TO BE PAID UNDER STATION GRADING)
AND RESTORE WITH SLOPE RESTORATION, TYPE A

EX. 18" CULV, CMP
(TO BE REMOVED &
DITCH TO BE SHAPED
THROUGH)

STA: 10+18.69
OFFSET: -41.00
PROP INV. 757.58

80 FT - CULV, CL E, CONC, 18 INCH @ 1.0%
2 EA - CULV END SECT, CONC, 18 INCH
STA: 10+18.69  OFFSET: 51.00
PROP INV. 758.50

CULV, CL E, CONC, 18 INCH
U/S INV. 758.50
D/S INV. 757.58

PERM. EASEMENT
(1.616 ACRES)

SUPERELEVATION
REGION DESCRIPTION STATION

REVERSE CROWN

BEGIN FULL SUPER

END FULL SUPER

REVERSE CROWN

LEVEL CROWN

BEGIN NORMAL CROWN

LEFT OUTSIDE
LANE (%)

RIGHT OUTSIDE
LANE (%)

1

11+77

12+31

16+54

17+08

17+61

18+15

-2

-4

-4

-2

-2

-2

2

4

4

2

0

-2

LEVEL CROWN 11+24 -2 0

END NORMAL CROWN 10+70 -2 -2

60 TON - HMA APPROACH (MIX: 4EL)
(SEE INTERSECTION DETAIL
ON SHEET 25)

155 SYD - SAWCUT AND
REMOVE PAVEMENT
(TO BE PAID UNDER
STATION GRADING)

75 FT - CURB AND GUTTER, CONC, DET B2

85 FT - CURB AND GUTTER, CONC, DET B2

CAUTION: O/H UTILITIES

HORIZONTAL CURVE DATA
R = 1000'
L = 494.67
△ = 28.34

PC = 11+95.05
PT = 16+89.72
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800' VERTICAL CURVE
K = 125
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7.

97

76
7.

38

76
6.

58

76
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EV

. 7
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.5
0

PV
T 

ST
A

. 2
2+

00
76

6.
62

300' VERTICAL CURVE
K = 134

00 40' 80'60' SAWCUT AND REMOVE EXISTING
CONCRETE PAVEMENT, REGRADE
EXISTING DRIVE AS REQUIRED AND
SURFACE WITH APPROACH, CL II;
165#/SYD HMA, 4EL (LEVELING);
AND 165#/SYD HMA, 4EL (TOP).
(PAVING UNDER SEPARATE
CONTRACT IN THE FUTURE)

REGRADE EXISTING DRIVE AS
REQUIRED AND SURFACE WITH
APPROACH, CLASS II TO A DEPTH
OF 6", AS DIRECTED BY THE
ENGINEER IN THE FIELD, PAID FOR
AS APPROACH, CL II BY THE TON.

LEGEND

SAWCUT AND REMOVE EXISTING
HMA PAVEMENT, REGRADE
EXISTING DRIVE OR APPROACH AS
REQUIRED AND SURFACE WITH
APPROACH, CL II; 165#/SYD HMA,
4EL (LEVELING); AND 165#/SYD HMA,
4EL (TOP). (PAVING UNDER
SEPARATE CONTRACT IN THE
FUTURE)
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10 TON - APPROACH, CL II

SOIL BORINGS
SB #3 0 - 16"

16" - 28"

28" - 60"
60"

BROWN MEDIUM SAND & FINE
TO COARSE GRAVEL

DARK BROWN SILTY FINE SAND
- SOME TOPSOIL

BROWN FINE TO MEDIUM SAND
END OF BORING

EX. PROFILE

PROP. PROFILE

20+55 PO
W

ER
 PO

LE 90.7'

21+32 FEN
C

E PO
ST W

O
O

D
 31.5'

21+17 FEN
C

E PO
ST M

ETA
L 31.4'

21+07 FEN
C

E PO
ST W

O
O

D
 31.1'

20+99 FEN
C

E PO
ST W

O
O

D
 31'

20+90 30" TR
EE 31.7'

20+67 6" TR
EE 9.9'

20+34 12" TR
EE 44.4'

20+06 6" TR
EE 35.4'

24+56 24" TR
EE 47'

27+04 FEN
C

E  29.2'

27+21 FEN
C

E  28.4'

26+41 9" TR
EE 22'

26+45 9" TR
EE 28.8'

26+65 36" TR
EE 14.5'

26+81 12" TR
EE 23.2'

27+25 12" PIN
E 49.7'

23+10 PO
W

ER
 PO

LE 23.8'
23+10 TELE R

ISER
 B

O
X 22.5'

25+16 FEN
C

E PO
ST M

ETA
L 13.1'

25+58 FEN
C

E W
IR

E 36.1'

26+25 12" TR
EE 35.6'

26+39 9" TR
EE 36.2'

24+08 24" TR
EE 45.6'

23+78 12" TR
EE 29.6'

23+72 12" TR
EE 27.7'

23+62 18" TR
EE 31.6'

26+91 6" TR
EE 20.1'

27+05 12" TR
EE 21.1'

27+19 12" TR
EE 29.8'

22+56 FEN
C

E PO
ST M

ETA
L 31.8'

25+08 TELE R
ISER

 B
O

X 25.1'

24+88 FEN
C

E PO
ST M

ETA
L 32'

26+05 FEN
C

E  41.8'

26+50 FEN
C

E W
IR

E 31.5'

26+68 FEN
C

E  29.8'

26+87 FEN
C

E  29.2'

27+29 12" PIN
E 50'

27+54 12" TR
EE 29'

27+65 6" TR
EE 27'

27+89 18" TR
EE 30.4'

28+61 TELE R
ISER

 B
O

X 29.1'

29+83 9" TR
EE 37.4'

29+35 24" TR
EE 28.5'

29+33 24" TR
EE 21'

29+31 18" TR
EE 31.8'

29+19 9" TR
EE 20'

28+96 12" TR
EE 14.8'

28+94 18" TR
EE 15.8'

28+62 VA
U

LT FIB
ER

 33.5'

21-001-002-10
GLENN & RUTH WILEY

1112 24TH ST
ALLEGAN, MI 49010

21-001-005-00
GLENN & RUTH WILEY

1112 24TH ST
ALLEGAN, MI 49010

21-001-003-00
GLENN & RUTH WILEY

1112 24TH ST
ALLEGAN, MI 49010

17-006-008-14
EDWARD SOUTHWICK

1129 24TH ST
ALLEGAN, MI 49010

17-006-008-13
EDWARD SOUTHWICK

1129 24TH ST
ALLEGAN, MI 49010

21-001-002-20
BOB & KRISTEN DEVISSER

1134 24TH ST
ALLEGAN, MI 49010

PROPERTY OWNER
WANTS FILL DIRT

PROPERTY OWNER
WANTS FILL DIRT

R
EM

O
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EM

O
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- R
ELO
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TE (B
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TH
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S)
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ELO
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TH
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- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE - R

ELO
C

A
TE (B

Y O
TH

ER
S)

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

25 TON - APPROACH, HMA MILLINGS PROP. GRADING PERMIT
(30' X 50')

STA. 21+75 - 29+50 RT (FUTURE SLOPED CURB HMA)
STA. 21+75 - 29+50 LT (FUTURE SLOPED CURB HMA)
1550 FT  - UNDERDRAIN SUBGRADE, 6 INCH
40 FT - UNDERDRAIN OUTLET, 6 INCH
4 EA - UNDERDRAIN, OUTLET ENDING, 6 INCH
20 SYD - RIPRAP, PLAIN (5 SYD PER OUTLET ENDING)

SB #3
SB #4

SB #4 0 - 20"

20" - 60"

60"

BROWN MEDIUM SAND - SOME
FINE TO COARSE GRAVEL

BROWN & DARK BROWN SILTY,
CLAYEY MEDIUM SAND

END OF BORING

20 TON - APPROACH, HMA MILLINGS

PROP. GRADING PERMIT
(35' X 30')

CAUTION: UNDERGROUND
COMMUNICATIONS UTILITIES
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400' VERTICAL CURVE
K = 62
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K = 84
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38

00 40' 80'60' SAWCUT AND REMOVE EXISTING
CONCRETE PAVEMENT, REGRADE
EXISTING DRIVE AS REQUIRED AND
SURFACE WITH APPROACH, CL II;
165#/SYD HMA, 4EL (LEVELING);
AND 165#/SYD HMA, 4EL (TOP).
(PAVING UNDER SEPARATE
CONTRACT IN THE FUTURE)

REGRADE EXISTING DRIVE AS
REQUIRED AND SURFACE WITH
APPROACH, CLASS II TO A DEPTH
OF 6", AS DIRECTED BY THE
ENGINEER IN THE FIELD, PAID FOR
AS APPROACH, CL II BY THE TON.

LEGEND

SAWCUT AND REMOVE EXISTING
HMA PAVEMENT, REGRADE
EXISTING DRIVE OR APPROACH AS
REQUIRED AND SURFACE WITH
APPROACH, CL II; 165#/SYD HMA,
4EL (LEVELING); AND 165#/SYD HMA,
4EL (TOP). (PAVING UNDER
SEPARATE CONTRACT IN THE
FUTURE)
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40 FT - CULV, CL F, 12 INCH
20 TON - APPROACH, CL II

SOIL BORINGS
SB #5 0 - 18"

18" - 48"
48" - 60"

60"

BROWN MEDIUM SAND - SOME
FINE TO COARSE GRAVEL

BROWN FINE SAND
DARK GRAY SILTY FINE SAND -

MOIST - NOT ORGANIC
END OF BORING

EX. PROFILE

PROP. PROFILE

34+52 O
R

N
A

M
EN

TA
L TR

EE 35.7'
34+58 O

R
N

A
M

EN
TA

L TR
EE 35.9'

34+64 O
R

N
A

M
EN

TA
L TR

EE 35.8'

34+84 O
R

N
A

M
EN

TA
L TR

EE 36.5'

35+17 O
R

N
A

M
EN

TA
L TR

EE 36.5'

36+35 6" TW
IN

 35.6'

36+23 6" TW
IN

 34.8'
36+13 6" TR

EE 33.6'

35+99 36" TR
EE 39.2'

35+79 B
U

SH
  30.3'

35+68 6" TR
EE 30.4'

36+16 PO
W

ER
 PO

LE 27.2'
36+15 6" TR

EE 26.4'

30+02 TELE R
ISER

 B
O

X 38.8'

34+15 FEN
C

E  33.7'

33+41 TELE R
ISER

 B
O

X 53.3'

33+29 VA
U

LT FIB
ER

 31.4'

30+32 FEN
C

E PO
ST W

O
O

D
 24.9'

32+35 9" TR
EE 19'

30+79 18" TR
EE 23.6'

30+64 6" TR
EE 28.1'

30+59 6" TR
EE 25'

30+55 6" TR
EE 27.8'

30+53 6" TR
EE 24.5'

30+36 24" TR
EE 15.5'

30+26 42" TR
EE 33.2'

30+10 12" TR
EE 32.1'

30+01 6" TW
IN

 23.8'

34+15 FEN
C

E W
IR

E 67.3'

33+47 STO
P SIG

N
 68.6'

33+29 FIB
ER

 O
PTIC

 PO
ST 33.4'

32+68 FEN
C

E W
IR

E 30.5'

32+03 FEN
C

E  32.7'

31+06 FEN
C

E  36'

30+84 FEN
C

E  37.1'

34+42 O
R

N
A

M
EN

TA
L TR

EE 35.4'
34+46 O

R
N

A
M

EN
TA

L TR
EE 35.7'

34+69 O
R

N
A

M
EN

TA
L TR

EE 36.2'
34+75 O

R
N

A
M

EN
TA
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EE 36.1'

34+89 O
R

N
A

M
EN

TA
L TR

EE 36.3'
34+96 O

R
N

A
M

EN
TA
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EE 36.7'

35+03 O
R

N
A

M
EN

TA
L TR

EE 36.2'
35+11 O

R
N

A
M

EN
TA

L TR
EE 36.5'

36+10 TELE R
ISER

 B
O

X 29.5'
36+09 VA

U
LT FIB

ER
 24.4'

36+09 FIB
ER

 O
PTIC

 PO
ST 26.7'

36+78 O
R

N
A

M
EN

TA
L TR

EE 36.9'
36+70 9" TR

EE 35.4'
36+62 O

R
N

A
M

EN
TA

L TR
EE 35.9'

36+54 O
R

N
A

M
EN

TA
L TR

EE 36.4'
36+47 O

R
N

A
M

EN
TA

L TR
EE 35.5'

35+56 O
R

N
A

M
EN

TA
L TR

EE 34.3'

35+24 6" TR
EE 36.7'

36+14 TELE R
ISER

 B
O

X 27.7'

11
1T

H
 A

VE
N

U
E

17-006-008-13
EDWARD SOUTHWICK

1129 24TH ST
ALLEGAN, MI 49010

21-001-002-20
BOB & KRISTEN DEVISSER

1134 24TH ST
ALLEGAN, MI 49010

17-006-006-10
ROBERT & AMANDA WALLINGA

1167 24TH ST
ALLEGAN, MI 49010

17-006-006-01
D A VANDEBUNTE LLC

238 133RD AVE
WAYLAND, MI 49348

21-001-001-00
MARLENE SPREITZER

2427 111TH AVE
ALLEGAN, MI 49010

R
EM

O
VE -

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE

31+00 24" Q
U

A
D

 21.1'- R
EM

O
VE

R
EM

O
VE -

R
EM

O
VE -

R
EM

O
VE -

R
EM

O
VE -

R
EM

O
VE -

R
EM

O
VE -

R
ELO

C
A

TE (B
Y O

TH
ER

S) -

SB #5

SB #6

SB #6 0 - 12"

12" - 60"

60"

BROWN MEDIUM SAND & FINE
TO COARSE GRAVEL

BROWN, TR. GRAY, SANDY
CLAY - VERY STIFF

END OF BORING

PROP. GRADING PERMIT
(15' X 35')

PROP. GRADING PERMIT
(30' X 20')

20 TON - APPROACH, HMA MILLINGS

STA. 34+15 - 36+75 RT (FUTURE SLOPED CURB HMA)
STA. 35+00 - 36+75 LT (FUTURE SLOPED CURB HMA)
435 FT  - UNDERDRAIN SUBGRADE, 6 INCH
40 FT - UNDERDRAIN OUTLET, 6 INCH
4 EA - UNDERDRAIN, OUTLET ENDING, 6 INCH
20 SYD - RIPRAP, PLAIN (5 SYD PER OUTLET ENDING)

EX. 12" CPP (TO BE REMOVED)
U/S INV. 734.28
D/S INV. 733.37

W
A

LD
R

O
N

 D
R

A
IN

STA: 32+52.29
OFFSET: -36.28
PROP INV. 734.30

72 FT - CULV, CL E, CONC, 18 INCH @ 1.0%
2 EA - CULV END SECT, CONC, 18 INCH
STA: 32+70.33  OFFSET: 45.76
PROP INV. 733.46

CULV, CL E, CONC, 18 INCH
U/S INV. 734.30
D/S INV. 733.46

PROP. EASEMENT
(100' X 5')

56 FT - SHAPE DRAIN (MATCH EXISTING DRAIN
CROSS SECTIONS) FROM END OF
PROPOSED CULVERT TO END OF EXISTING
CULVERT (TO BE PAID UNDER STATION
GRADING)

206 SYD - PAVEMENT REMOVAL
(PAID UNDER STATION GRADING)

CAUTION: UNDERGROUND
COMMUNICATIONS UTILITIES
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0.36%

500' VERTICAL CURVE
K = 199
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300' VERTICAL CURVE
K = 167
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57
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19
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79
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91
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09

73
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27
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5.

33
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4.
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73
4.

50
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3.

86
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21

00 40' 80'60' SAWCUT AND REMOVE EXISTING
CONCRETE PAVEMENT, REGRADE
EXISTING DRIVE AS REQUIRED AND
SURFACE WITH APPROACH, CL II;
165#/SYD HMA, 4EL (LEVELING);
AND 165#/SYD HMA, 4EL (TOP).
(PAVING UNDER SEPARATE
CONTRACT IN THE FUTURE)

REGRADE EXISTING DRIVE AS
REQUIRED AND SURFACE WITH
APPROACH, CLASS II TO A DEPTH
OF 6", AS DIRECTED BY THE
ENGINEER IN THE FIELD, PAID FOR
AS APPROACH, CL II BY THE TON.

LEGEND

SAWCUT AND REMOVE EXISTING
HMA PAVEMENT, REGRADE
EXISTING DRIVE OR APPROACH AS
REQUIRED AND SURFACE WITH
APPROACH, CL II; 165#/SYD HMA,
4EL (LEVELING); AND 165#/SYD HMA,
4EL (TOP). (PAVING UNDER
SEPARATE CONTRACT IN THE
FUTURE)
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SLOPE STAKE LINE (TYP.)
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SOIL BORINGS
SB #7 0 - 8"

8" - 23"

23" - 60"

60"

BROWN MEDIUM SAND & FINE
TO COARSE GRAVEL

DARK GRAY SANDY, VERY
CLAYEY, TOPSOIL

BROWN & GRAY SILTY, VERY
SANDY CLAY

END OF BORING

EX. PROFILE

PROP. PROFILE

48+30 FO
U

N
D

 1/2 IR
O

N
 B

A
R

 B
EN

T 0'

48+61 STO
P SIG

N
 45.5'

48+21 FIB
ER

 O
PTIC

 PO
ST 28.9'

48+21 TELE R
ISER

 B
O

X 26.8'

48+45 SIG
N

 LT R
T 16.1'

48+85 12" TR
EE 38'

47+70 PO
W

ER
 PO

LE 112.3'
47+75 G

U
Y W

IR
E 117.4'

47+51 9" TR
EE 37.1'

46+36 9" TR
EE 39.4'

48+17 9" TR
EE 38.9'

48+34 9" TR
EE 38'

49+58 9" TR
EE 34.8'

49+60 6" TR
EE 25.7'

49+39 9" TR
EE 27.9'

49+54 6" TR
EE 28.9'

49+55 6" TR
EE 27.3'

49+78 9" TR
EE 28.3'

46+21 12" TR
EE 41.4'

47+70 PO
W

ER
 PO

LE 79.6'

11
2T

H
 A

VE
N

U
E

17-006-006-01
D A VANDEBUNTE LLC

238 133RD AVE
WAYLAND, MI 49348

21-001-001-00
MARLENE SPREITZER

2427 111TH AVE
ALLEGAN, MI 49010

01-036-015-00
MARLENE SPREITZER

1200 24TH ST
ALLEGAN, MI 49010

23-031-010-00
RYAN BLACK

2541 TOBY DR
ALLEGAN, MI 49010

R
EM

O
VE -

- R
EM

O
VE

R
EM

O
VE -

R
EM

O
VE -

R
EM

O
VE -

SB #7

SB #8

SB #8 0 - 12"
12" - 24"

24" - 60"

60"

GRAVEL
DARK BROWN & GRAY SILTY,

SANDY CLAY
GRAY SILTY CLAY, TR. FINE

SAND
END OF BORING

EX. 18" CPP (TO BE REMOVED)
U/S INV. 731.34
D/S INV. 731.22

STA: 45+50.00
OFFSET: -27.00
PROP INV. 731.30

40 FT - CULV, CL E, CONC, 18 INCH @ 0.0%
2 EA - CULV END SECT, CONC, 18 INCH
STA: 45+50.00  OFFSET: 25.00
PROP INV. 731.30

CULV, CL E, CONC, 18 INCH
U/S INV. 731.30
D/S INV. 731.30

- R
ELO

C
A

TE (B
Y O

TH
ER

S)

CAUTION: UNDERGROUND
COMMUNICATIONS UTILITIES
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62

00 40' 80'60' SAWCUT AND REMOVE EXISTING
CONCRETE PAVEMENT, REGRADE
EXISTING DRIVE AS REQUIRED AND
SURFACE WITH APPROACH, CL II;
165#/SYD HMA, 4EL (LEVELING);
AND 165#/SYD HMA, 4EL (TOP).
(PAVING UNDER SEPARATE
CONTRACT IN THE FUTURE)

REGRADE EXISTING DRIVE AS
REQUIRED AND SURFACE WITH
APPROACH, CLASS II TO A DEPTH
OF 6", AS DIRECTED BY THE
ENGINEER IN THE FIELD, PAID FOR
AS APPROACH, CL II BY THE TON.

LEGEND

SAWCUT AND REMOVE EXISTING
HMA PAVEMENT, REGRADE
EXISTING DRIVE OR APPROACH AS
REQUIRED AND SURFACE WITH
APPROACH, CL II; 165#/SYD HMA,
4EL (LEVELING); AND 165#/SYD HMA,
4EL (TOP). (PAVING UNDER
SEPARATE CONTRACT IN THE
FUTURE)
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40 FT - CULV, CL F, 12 INCH
10 TON - APPROACH, CL II

SOIL BORINGS
SB #9 0 - 12"

12" - 32"

32" - 48"

48" - 60"

60"

BROWN MEDIUM SAND & FINE
TO COARSE GRAVEL

DARK GRAY CLAYEY FINE TO
MEDIUM SAND - TR. COARSE
GRAVEL

BROWN CLAYEY MEDIUM SAND
- TR. FINE TO COARSE
GRAVEL

BROWN & GRAY SANDY CLAY -
TR. FINE GRAVEL

END OF BORING

EX. PROFILE

PROP. PROFILE

51+96 12" TW
IN

 20.2'

50+51 9" TR
EE 23.5'

50+91 TELE R
ISER

 B
O

X 25.7'

50+88 6" TR
EE 30'

50+88 6" TR
EE 31.1'

50+89 6" TR
EE 33.8'

50+51 24" TR
EE 35.7'

50+45 24" TR
EE 38.8'

50+62 9" TR
EE 34.5'

23-031-009-00
JOHN GAZLEY

2363 112TH AVE
ALLEGAN, MI 49010

01-036-015-00
MARLENE SPREITZER

1200 24TH ST
ALLEGAN, MI 49010

23-031-008-00
JOHN SPREITZER
2670 VALLEYVIEW

TROY, MI 48098

R
EM

O
VE -

- R
EM

O
VE

- R
EM

O
VE

- R
EM

O
VE - R

ELO
C

A
TE (B

Y O
TH

ER
S)

SB #9

SB #10

SB #10 0 - 11"

11" - 27"

27" - 60"
60"

BROWN MEDIUM SAND & FINE
TO COARSE GRAVEL

DARK BROWN CLAYEY
TOPSOIL

BROWN SILTY, SANDY CLAY
END OF BORING

40 FT - CULV, CL F, 12 INCH
15 TON - APPROACH, CL II

EX. 24" RCP (TO BE REMOVED)
U/S INV. 726.99
D/S INV. 727.07

STA: 50+78.59
OFFSET: -30.00
PROP INV. 726.80

48 FT - CULV, CL E, CONC, 24 INCH @ 0.3%
2 EA - CULV END SECT, CONC, 24 INCH
STA: 50+78.59  OFFSET: 30.00
PROP INV. 727.00

CULV, CL E, CONC, 24 INCH
U/S INV. 727.00
D/S INV. 726.80

W
ILK

S D
R

A
IN

CAUTION: UNDERGROUND
COMMUNICATIONS UTILITIES
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400' VERTICAL CURVE
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0

00 40' 80'60' SAWCUT AND REMOVE EXISTING
CONCRETE PAVEMENT, REGRADE
EXISTING DRIVE AS REQUIRED AND
SURFACE WITH APPROACH, CL II;
165#/SYD HMA, 4EL (LEVELING);
AND 165#/SYD HMA, 4EL (TOP).
(PAVING UNDER SEPARATE
CONTRACT IN THE FUTURE)

REGRADE EXISTING DRIVE AS
REQUIRED AND SURFACE WITH
APPROACH, CLASS II TO A DEPTH
OF 6", AS DIRECTED BY THE
ENGINEER IN THE FIELD, PAID FOR
AS APPROACH, CL II BY THE TON.

LEGEND

SAWCUT AND REMOVE EXISTING
HMA PAVEMENT, REGRADE
EXISTING DRIVE OR APPROACH AS
REQUIRED AND SURFACE WITH
APPROACH, CL II; 165#/SYD HMA,
4EL (LEVELING); AND 165#/SYD HMA,
4EL (TOP). (PAVING UNDER
SEPARATE CONTRACT IN THE
FUTURE)
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R.O.W. (TYP.)

SLOPE STAKE LINE (TYP.)
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SOIL BORINGS
SB #11 0 - 7"

7" - 17"

17" - 60"

60"

BROWN MEDIUM SAND - SOME
FINE TO COARSE GRAVEL

BROWN & DARK BROWN FINE
SAND

BROWN & GRAY SANDY CLAY -
TR. FINE GRAVEL - VERY
STIFF

END OF BORING

EX. PROFILE

PROP. PROFILE

61+75 VA
U

LT FIB
ER

 28'
61+75 FIB

ER
 O

PTIC
 PO

ST 29.8'

01-036-015-00
MARLENE SPREITZER

1200 24TH ST
ALLEGAN, MI 49010

23-031-008-00
JOHN SPREITZER
2670 VALLEYVIEW

TROY, MI 48098

SB #11

SB #12 0 - 7"

7" - 60"

60"

BROWN MEDIUM SAND - SOME
FINE TO COARSE GRAVEL

BROWN, TR. GRAY, SANDY
CLAY - TR. FINE TO COARSE
GRAVEL - STIFF

END OF BORING

SB #12
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CAUTION: UNDERGROUND
COMMUNICATIONS UTILITIES
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